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Size
XS: to fit 6” knuckle circumference, 5 1/2” wrist circumference, 8 
1/2” arm circumference at elbow
17 1/2” glove length

Materials

- 1 skein Green Mountain Spinnery Mountain Mohair (140 
yds worsted), maritime

- 1 skein Frog Tree Worsted Alpaca Singles (87 yds aran), 
blue

- leather elbow patches, navy
- DMC embroidery floss, royal blue

Tools
•US 4 dpns
• tapestry needle
•stitch holder or spare cable
•stitch markers
•coilless safety pins
•very sharp scissors
• leather needle
•optional: leather thimble
•paper, marker, glass with the diameter of your palm

Gauge
5 sts, 6 rnds/in Stockinette stitch

Notes

Calculations
I knitted these purposely tight on me - the knuckle circumference on the glove is 5”, wrist is 4”, and 
elbow is 6” - to make them more durable; if you would like a looser fit (probably more practical - 
unless, like me, you are playing around with splintery, filthy things all day...) I think -.5->0” ease would 
also feel nice. In which case, measure around your knuckles, wrist, and elbow, then multiply by 5 (or 
number sts/in you obtained in your gauge swatch), cast on with the first result, and increase and 
decrease evenly throughout the glove to match these stitch counts, using mine as a guide.
To check measurements:
Measure from knuckles to wrist. Multiply result x 6 or row gauge to determine number of rounds to knit 
for glove hand.
Measure from wrist to elbow. Multiply result x 6 or row gauge to determine number of rounds to knit 
for glove arm.
If your elbow circumference is more than 3” greater than your wrist circumference, multiply the 
difference between elbow and wrist by stitch gauge to determine how many stitches must be increased. 
Divide number of rounds in the glove arm by 2. Divide this result by the number of stitches that must be 
increased. The result will tell you on which rounds to increase. If the result is a fraction, you must 



increase more than one stitch per round - a very unlikely result, but should be done at beginning and 
ends of rounds.

Stitch Instructions
Glove is knit in p2 k1 ribbing at the cast ons (knuckles only); Stockinette stitch at the thumb and 
throughout; and zigzag knotted rib (see below) at the elbow cuffs.
Therefore, the initial cast on for the knuckles must be a multiple of 3, and the cuffs must be a multiple of  
5. Adjust calculation results obtained above to the closest multiples and: for the cast on, start with this 
number; at the cuff, if you haven’t simply increased to this number by the time you’ve reached the 
elbow (if it would make the stockinette section before the cuff too wide) increase evenly to this number 
in the last round of stockinette stitch before beginning first cuff round.

Zigzag knotted rib:
*Insert needle from back to front between first and second stitches on left needle and knit second 
stitch, then knit first stitch, slip both off together, p 3. Repeat from *.

Pattern

Thumb:
With mohair, CO 10 stitches, join for knitting in the round. Knit 3 rows, break yarn, leaving 6” tail, and 
put thumb on spare cable or stitch holder.

Hand - make 2
With mohair, CO 20 stitches, join for knitting in the round. Knit 3 rounds p2, k1 ribbing.

Join thumb:
Knit 9 stitches onto 2 needles, ssk over last 2 stitches.
Place 5 stitches of thumb onto each needle, opposite end from pinky.
K2tog, k 3, ssk, place stitch marker, k2tog, k to end of round - 25 stitches.
Knit stitches back onto 3 needles, place safety pin at this point (center of thumb) to indicate beginning 
of round.

Thumb gusset:
Knit 2 rounds.
Next round: k to 2 stitches before beginning of thumb stitches, k2tog, knit to last 2, ssk, knit to end of 
round.
Repeat these 3 rounds once - 21 stitches.
Knit 4 rounds.
Next: k2tog, knit to last 2 stitches, ssk - 19 stitches.
Knit 47 rounds.
Next: M1 at end of each needle - 22 stitches.
Knit 17 rounds.
Next: M1 one at end of each needle - 25 stitches.
Knit 3 rounds.

Switch to alpaca:



Knit 1 round.
Knit 13 cuff rounds in zigzag knotted ribbing (see pattern notes).
Next rnd: Bind off 2 stitches knitwise, bind off 3 stitches purlwise. Repeat around.

Make second glove identical to first, one will have patch sewn on opposite side.
Weave in ends and block to desired measurements.

Attaching Patches
Once the gloves are blocked and you have ensured a satisfactory fit, lie one glove flat and place a 
glass with approximately the diameter of your palm and ensure that a patch this size will fit onto the 
glove - depending on the ease of your glove, the glove may be a bit smaller, but should not be 
alarmingly so. Invert the glass onto the paper, and trace the outline of its mouth onto the piece of 
paper with the marker. Cut out the circle and pin it to the elbow patch. Cut the patch to the size of this 
circle. Put on the glove and pin around the edges patch evenly into stitches in the glove, making sure 
that when the glove is worn, the patch will lie smoothly. When you remove the glove again, the patch 
will probably form a “bubble” in the middle. Don’t worry, that’s fine.
Repeat for the other glove.
Before you sew the patches on, mark with extra safety pins the stitches to which you intend to attach 
the patch, so that when you remove the pins holding the patch on in order to sew it, you won’t lose 
track of where you are.
With the leather needle, embroidery floss, and preferably wearing a thimble, sew on the patches using 
the overcast stitch, and this technique:
http://techknitting.blogspot.com/2008/05/best-way-to-attach-lining-fabric-to.html
except that part of the time you will be sewing horizontally (see photo of palms) to make the stitches 
look nice. I sewed around one single leg of a stitch underneath a patch for each stitch, so that it was 
still only “tethered” rather than tearing at multiple stitches.

Note: It may greatly help to punch holes into the patch at regular intervals and as evenly as possible 
around the edge of the patch before you begin to sew; if you do this, make sure you sew the patches 
on under a very bright light so you can find the holes again while you are working.
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